














WILLIAM GOODWIN
PIN: 1712-86-3917

ZONED: NX-3-PL-CU
USE: SINGLE FAMILY

WAKE COUNTY BOARD OF
EDUCATION

PIN: 1712-76-3137

ZONED: R-6
USE: SINGLE FAMILY

N/F
ERIC & SANDRA DUBERMAN

PIN: 0721-21-3751
ZONED: NX-3-PL-CU

USE: MULT TEN
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ZONED: R-6
USE: SINGLE FAMILY

EX. EOP

ROCK QUARRY ROAD - S.R. 2542
(75' PUBLIC R/W)
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NEW BIRCH DRIVE(60' PUBLIC R/W)

PROPOSED
BUILDING

(18,750 SF) AMENITY AREA
(14,303 SF)
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City of Raleigh Planting Requirements:
1) VEHICLE SURFACE AREA:
PROPOSED VSA= 35,059 SF
Required: 1 TREE / 2000 SF; 35,059 / 2000 = 17
Provided: 17 TREES Provided (Elm, Oak, Black Gum, Zelkova)
Perimeter shrubs provided along entrance drive and one tree provided per
island / terminal island.
Vehicle surface area screened from the public ROW.

2) STREET YARD
ROCK QUARRY ROAD:  C2 Yard - 450 Lf total

Required: 4 trees and 15 shrubs / 100 lf. 15' average width
Provided: 18 shade trees and 67 shrubs

NEW BIRCH DRIVE:
Required: 1, 3" Caliper Tree / 40 lf; planted in 6' tree lawn
Provided: 17, 3" Caliper Trees

OLD BIRCH DRIVE:
Required: 1, 3" Caliper Tree / 40 lf; planted in 6' tree lawn
Provided: 5, 3" Caliper Trees

3) SCREENING OF MECHANICAL UNITS
The proposed mechanical units and Dumpster are screened from public view.
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LANDSCAPE PLAN

TREE PLANTING 

DO NOT PRUNE LEADER.  PRUNE OR CUT ONLY
DEAD OR UNHEALTHY BRANCHES

THE ROOT FLARE SHALL BE PLANTED AT GRADE,
NO HIGHER THAN 2" ABOVE GRADE, AND NEVER
BELOW GRADE. REMOVE EXCESS SOIL TO EXPOSE
THE ROOT FLARE AT GRADE. TREE SHALL BE SET
PLUMB
MULCH DEPTH 3". KEEP MULCH 3" FROM ROOT
FLARE AND DO NOT CONTACT STEM

WATER SAUCER SHALL BE NO MORE THAN 3"
ABOVE GRADE

COMPLETELY REMOVE TOP HALF OF BURLAP,
LACING AND WIRE BASKET AND DISCARD FROM
HOLE

HIGH QUALITY SOIL MIX AS SPECIFIED

ROOT BALL SHALL BE PLACED DIRECTLY ON
COMPACTED SUBGRADE. HANDLE TREE BY THE
ROOT BALL ONLY.

NOTES:

1. CONTRACTOR IS RESPONSIBLE FOR
ADEQUATE DRAINAGE OF ALL PLANTING PITS.
(POSITIVE DRAINAGE AWAY FROM PIT)

2. ADHERE TO STANDARDS IN THE CITY TREE
MANUAL.

3. STREET TREES MUST BE 3" CALIPER AT
INSTALLATION WITH A 5' MINIMUM FIRST
BRANCH HEIGHT.

4. PLANTING SEASON OCTOBER - APRIL.
5. A TREE IMPACT PERMIT IS REQUIRED.
6. ELECTRICAL OUTLETS AND OTHER UTILITIES

ARE PROHIBITED IN THE PLANTING AREA
IMMEDIATELY SURROUNDING THE TREE.

3 X
ROOTBALL DIAMETER'

PROVIDE STAKING IF SPECIFIED. IF STAKING IS
PROVIDED, PROTECT TREE WITH BROAD STRAP OR
FLEXIBLE TUBING. ALLOW FLEXIBILITY IN STRAPS
TO DEVELOP TRUNK TAPER. PROVIDE TURN
BUCKLE AND WARNING FLAGS. REMOVE ALL
STAKING AND ACCESSORIES WITHIN ONE YEAR
FROM PLANTING.

PRCR-03

SHRUB PLANTING

ROOT GROWTH.

SPACINGROOTSIZEBOTANICAL / COMMON NAMEKEY
PLANT SCHEDULE

3" Cal. /10' HT. B & B
CONT./

18" HT. 4' O.C.CONT.LC Loropetalum chinensis 'Ruby' / Chinese Fringe Flower

3 Cal. /10' HT.
B & B
CONT./

ICS Ilex crenata 'Steeds' Japanese Holly CONT.

CONT.

5' O.C.

UP Ulmus parvifolia / Lacebark Elm

AG Abelia x grandiflora 'Edward Goucher' / Glossy Abelia

3" Cal. /10' HT. as indicated
B & B
CONT./

18" HT. 4' O.C.CONT.

ICH Ilex crenata 'Hoogendorn' / Holly 18" HT. 4' O.C.CONT.

TO Thuja occidentalis 'Emerald Green' / Arborvitae 7' O.C.CONT.

NS Nyssa sylvatica / Blackgum

PLANTING NOTES:

1. All plant materials to comply with American Standard for Nursery Stock ANSI.Z60.
2. Plant locations to be approved in field prior to installation.
3. Substitutions of plant materials specified can only occur with prior approval by Landscape
Architect.
4. Establish plant bed configurations. Landscape Architect to approve bed layout in field.
5. Install plants and mulch beds with 4" of pinestraw.
6. Areas disturbed by grading to be seeded and strawed.
7. Landscape Contractor to maintain plant materials for a one year period following
substantial completion per specifications
8. Areas damaged from plant relocation or other activities of Landscape Contractor to be
re-seeded and established at no additional cost to the owner.
9. All plant material shown is minimum required by the City Code.
10. Installation and maintenance of street trees: Section 6.18.1 and 6.18.2 of Street
Design Manual.
-Tree Lawn - Minimum 6' wide tree lawn; Trees centered in area; No utilities or electrical
conduits are permitted within the tree lawn (utilities may run below and through the
subsurface root expansion infrastructure); 600 cubic feet of organic soil in the immediate
area where the tree is to be placed
-No staking of trees is permitted.
-Water trees for a minimum of a 2-year period. After installation trees shall be thoroughly
soaked and watered at least twice per week until establishment. Use a slow flow hose end
device and water each tree at the base for several minutes. Commercially available water
bags are acceptable but the root ball shall be soaked as well as filling the bag.
-Watering volumes should be based upon delivery of 1" of moisture / week to the tree if
precipitation does not meet that amount during the active growing season defined as April
15th through November 1st.
-Street trees installed and maintained in accordance wit the requirements of Chapter 2 of
the Raleigh City Tree Manual.
11. A Tree Impact Permit must be obtained prior to issuance for building permit.
12. All shrubs to be planted at least 2' from edge of curb or install wheel stops at all
parking spaces abutting plant beds.

RU Rhaphiolepsis indica 'Snow White' / Indian Hawthorne

QL Quercus lyrata 'Highbeam' / Overcup Oak

ZS Zelkova serrata 'Village Green' / Japanese Zelkova B & B
CONT./

as indicated

as indicated

as indicated

4' HT. 

36" HT. 

18" HT. 5' O.C.

3" Cal. /10' HT.
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